Catalogue - double row spherical roller bearings

All dimensions are given in millimetres (mm), if not stated otherwise.
The values Cr, Cor or Ca, Coa are given in kilonewtons (kN).
Limiting speed frequency is understood in min-1.

Dimension Plan
[image: image1.png]




[image: image2.png]


Www.zklcz.india.com www.zklindia.com
[image: image3.png]




[image: image4.png]




[image: image5]
[image: image6]
Dimension Plan

[image: image7.png]





Dimensions�
Basic Load Rating�
Limiting Speed�for Lubrication with�
Designation�
Weight�
 �
�
d�
D�
B�
rs�min�
dynamic�Cr�
static�Cor�
grease�
oil�
 �
[kg]�
Adapter�Sleeve�
Withdrawal�Sleeve�
Nut�
�
 25�
 52�
 18�
 1�
 46�
 46.1�
 8500�
 11000�
 22205EKW33J�
 0.155�
 H305�
 AH305�
 KM6�
�
 25�
 52�
 18�
 1�
 46�
 46.1�
 8500�
 11000�
 22205EW33J�
 0.16�
 �
 �
 �
�
 30�
 62�
 20�
 1�
 60.9�
 64.5�
 7500�
 9500�
 22206EKW33J�
 0.245�
 H306�
 AH306�
 KM7�
�
 30�
 62�
 20�
 1�
 60.9�
 64.5�
 7500�
 9500�
 22206EW33J�
 0.25�
 �
 �
 �
�
 35�
 72�
 23�
 1.1�
 80.7�
 92�
 6300�
 8000�
 22207EKW33J�
 0.41�
 H307�
 AH307�
 KM8�
�
 35�
 72�
 23�
 1.1�
 80.7�
 92�
 6300�
 8000�
 22207EW33J�
 0.42�
 �
 �
 �
�
 40�
 80�
 23�
 1.1�
 93.1�
 105�
 6000�
 7500�
 22208EKW33J�
 0.5�
 H308�
 AH308�
 KM9�
�
 40�
 80�
 23�
 1.1�
 93.1�
 105�
 6000�
 7500�
 22208EW33J�
 0.51�
 �
 �
 �
�
 40�
 90�
 33�
 1.5�
 132�
 149�
 4100�
 5100�
 22308EKW33J�
 1.05�
 H2308�
 AH2308�
 KM9�
�
 40�
 90�
 33�
 1.5�
 132�
 149�
 4100�
 5100�
 22308EKW33MH�
 1.05�
 H2308�
 AH2308�
 KM9�
�
 40�
 90�
 33�
 1.5�
 132�
 149�
 4100�
 5100�
 22308EW33J�
 1.07�
 H2308�
 AH2308�
 KM9�
�
 40�
 90�
 33�
 1.5�
 132�
 149�
 4100�
 5100�
 22308EW33MH�
 1.07�
 �
 �
 �
�
 45�
 85�
 23�
 1.1�
 97.3�
 113�
 5300�
 6700�
 22209EKW33J�
 0.53�
 H309�
 AH309�
 KM10�
�
 45�
 85�
 23�
 1.1�
 97.3�
 113�
 5300�
 6700�
 22209EW33J�
 0.55�
 �
 �
 �
�
 45�
 100�
 36�
 1.5�
 159�
 182�
 3700�
 4600�
 22309EKW33J�
 1.4�
 H2309�
 AH2309�
 KM10�
�
 45�
 100�
 36�
 1.5�
 159�
 182�
 3700�
 4600�
 22309EKW33MH�
 1.4�
 H2309�
 AH2309�
 KM10�
�
 45�
 100�
 36�
 1.5�
 159�
 182�
 3700�
 4600�
 22309EW33J�
 1.43�
 H2309�
 AH2309�
 KM10�
�
 45�
 100�
 36�
 1.5�
 159�
 182�
 3700�
 4600�
 22309EW33MH�
 1.43�
 �
 �
 �
�
 50�
 90�
 23�
 1.1�
 105�
 124�
 5000�
 6300�
 22210EKW33J�
 0.57�
 H310�
 AH310X�
 KM11�
�
 50�
 90�
 23�
 1.1�
 105�
 124�
 5000�
 6300�
 22210EW33J�
 0.59�
 �
 �
 �
�
 50�
 110�
 40�
 2�
 191�
 225�
 3300�
 4000�
 22310EKW33J�
 1.88�
 H2310�
 AH2310X�
 KM11�
�
 50�
 110�
 40�
 2�
 191�
 225�
 3300�
 4000�
 22310EKW33MH�
 1.88�
 H2310�
 AH2310X�
 KM11�
�
 50�
 110�
 40�
 2�
 191�
 225�
 3300�
 4000�
 22310EW33J�
 1.92�
 H2310�
 AH2310X�
 KM11�
�
 50�
 110�
 40�
 2�
 191�
 225�
 3300�
 4000�
 22310EW33MH�
 1.92�
 �
 �
 �
�
 55�
 100�
 25�
 1.5�
 124�
 148�
 4500�
 5600�
 22211EKW33J�
 0.76�
 H311�
 AH311X�
 KM12�
�
 55�
 100�
 25�
 1.5�
 124�
 148�
 4500�
 5600�
 22211EW33J�
 0.78�
 �
 �
 �
�
 55�
 120�
 43�
 2�
 230�
 279�
 3000�
 3800�
 22311EKW33J�
 2.3�
 H2311�
 AH2311X�
 KM12�
�
 55�
 120�
 43�
 2�
 221�
 264�
 3000�
 3800�
 22311EKW33MH�
 2.4�
 H2311�
 AH2311X�
 KM12�
�
 55�
 120�
 43�
 2�
 230�
 279�
 3000�
 3800�
 22311EW33J�
 2.4�
 �
 �
 �
�
 55�
 120�
 43�
 2�
 221�
 264�
 3000�
 3800�
 22311EW33MH�
 2.45�
 �
 �
 �
�
 60�
 110�
 28�
 1.5�
 140�
 174�
 4000�
 5000�
 22212EKW33J�
 1.05�
 H312�
 AH312X�
 KM13�
�
 60�
 110�
 28�
 1.5�
 140�
 174�
 4000�
 5000�
 22212EW33J�
 1.07�
 �
 �
 �
�
 60�
 130�
 46�
 2.1�
 273�
 315�
 2800�
 3600�
 22312EKW33J�
 2.8�
 H2312�
 AH2312X�
 KM13�
�
 60�
 130�
 46�
 2.1�
 273�
 315�
 2800�
 3600�
 22312EW33J�
 2.9�
 �
 �
 �
�
 60�
 130�
 46�
 2.1�
 209�
 230�
 2800�
 3300�
 22312KW33M*�
 2.9�
 H2312�
 AH2312X�
 KM13�
�
 60�
 130�
 46�
 2.1�
 209�
 230�
 2800�
 3300�
 22312W33M*�
 3�
 �
 �
 �
�
 65�
 120�
 31�
 1.5�
 177�
 216�
 2600�
 3400�
 22213EKW33J�
 1.42�
 H313�
 AH313�
 KM15�
�
 65�
 120�
 31�
 1.5�
 177�
 216�
 2600�
 3400�
 22213EW33J�
 1.45�
 �
 �
 �
�
 65�
 140�
 48�
 2.1�
 304�
 351�
 2600�
 3400�
 22313EKW33J�
 3.4�
 H2313�
 AH2313�
 KM15�
�
 65�
 140�
 48�
 2.1�
 304�
 351�
 2600�
 3400�
 22313EW33J�
 3.5�
 �
 �
 �
�
 65�
 140�
 48�
 2.1�
 222�
 252�
 2700�
 3200�
 22313KW33M*�
 3.5�
 H2313�
 AH2313�
 KM15�
�
 65�
 140�
 48�
 2.1�
 222�
 252�
 2700�
 3200�
 22313W33M*�
 3.6�
 �
 �
 �
�
 70�
 125�
 31�
 1.5�
 189�
 239�
 3600�
 4500�
 22214EKW33J�
 1.57�
 H314�
 AH314�
 KM16�
�
 70�
 125�
 31�
 1.5�
 189�
 239�
 3600�
 4500�
 22214EW33J�
 1.61�
 �
 �
 �
�
 70�
 150�
 51�
 2.1�
 344�
 402�
 2400�
 3100�
 22314EKW33J�
 4.1�
 H2314�
 AH2314X�
 KM16�
�
 70�
 150�
 51�
 2.1�
 344�
 402�
 2400�
 3100�
 22314EW33J�
 4.2�
 �
 �
 �
�
 70�
 150�
 51�
 2.1�
 289�
 330�
 2400�
 3000�
 22314KW33M*�
 4.2�
 H2314�
 AH2314X�
 KM16�
�
 70�
 150�
 51�
 2.1�
 289�
 330�
 2400�
 3000�
 22314W33M*�
 4.3�
 �
 �
 �
�
 75�
 130�
 31�
 1.5�
 196�
 255�
 3400�
 4300�
 22215EKW33J�
 1.66�
 H315�
 AH315�
 KM17�
�
 75�
 130�
 31�
 1.5�
 196�
 255�
 3400�
 4300�
 22215EW33J�
 1.7�
 �
 �
 �
�
 75�
 160�
 55�
 2.1�
 396�
 489�
 2300�
 3000�
 22315EKW33J�
 5.2�
 H2315�
 AH2315X�
 KM17�
�
 75�
 160�
 55�
 2.1�
 396�
 489�
 2300�
 3000�
 22315EW33J�
 5.3�
 �
 �
 �
�
 75�
 160�
 55�
 2.1�
 295�
 354�
 2200�
 2800�
 22315KW33M*�
 5.2�
 H2315�
 AH2315X�
 KM17�
�
 75�
 160�
 55�
 2.1�
 295�
 354�
 2200�
 2800�
 22315W33M*�
 5.4�
 �
 �
 �
�
 80�
 140�
 33�
 2�
 224�
 295�
 3200�
 4000�
 22216EKW33J�
 2.07�
 H316�
 AH316�
 KM18�
�
 80�
 140�
 33�
 2�
 224�
 295�
 3200�
 4000�
 22216EW33J�
 2.11�
 �
 �
 �
�
 80�
 140�
 33�
 2�
 154�
 197�
 2400�
 3000�
 22216KW33M*�
 2.1�
 H316�
 AH316�
 KM18�
�
 80�
 140�
 33�
 2�
 154�
 197�
 2400�
 3000�
 22216W33M*�
 2.2�
 �
 �
 �
�
 80�
 170�
 58�
 2.1�
 443�
 551�
 2200�
 2800�
 22316EKW33J�
 6.1�
 H2316�
 AH2316X�
 KM18�
�
 80�
 170�
 58�
 2.1�
 443�
 551�
 2200�
 2800�
 22316EW33J�
 6.3�
 �
 �
 �
�
 80�
 170�
 58�
 2.1�
 349�
 411�
 2200�
 2800�
 22316KW33M*�
 6.2�
 H2316�
 AH2316X�
 KM18�
�
 80�
 170�
 58�
 2.1�
 349�
 411�
 2200�
 2800�
 22316W33M*�
 6.3�
 �
 �
 �
�
 85�
 150�
 36�
 2�
 260�
 337�
 3000�
 3800�
 22217EKW33J�
 2.6�
 H317�
 AH317X�
 KM19�
�
 85�
 150�
 36�
 2�
 260�
 337�
 3000�
 3800�
 22217EW33J�
 2.61�
 �
 �
 �
�
 85�
 150�
 36�
 2�
 171�
 214�
 2200�
 2800�
 22217KW33M*�
 2.7�
 H317�
 AH317X�
 KM19�
�
 85�
 150�
 36�
 2�
 171�
 214�
 2200�
 2800�
 22217W33M*�
 2.8�
 �
 �
 �
�
 85�
 180�
 60�
 3�
 482�
 603�
 2000�
 2600�
 22317EKW33J�
 7�
 H2317�
 AH2317X�
 KM19�
�
 85�
 180�
 60�
 3�
 482�
 603�
 2000�
 2600�
 22317EW33J�
 7.2�
 �
 �
 �
�
 85�
 180�
 60�
 3�
 377�
 447�
 2000�
 2500�
 22317KW33M*�
 7.2�
 H2317�
 AH2317X�
 KM19�
�
 85�
 180�
 60�
 3�
 377�
 447�
 2000�
 2500�
 22317W33M*�
 7.4�
 �
 �
 �
�
 90�
 160�
 40�
 2�
 308�
 406�
 2600�
 3400�
 22218EKW33J�
 3.4�
 H318�
 AH318X�
 KM20�
�
 90�
 160�
 40�
 2�
 308�
 406�
 2600�
 3400�
 22218EW33J�
 3.4�
 �
 �
 �
�
 90�
 160�
 40�
 2�
 209�
 265�
 2000�
 2500�
 22218KW33M*�
 3.4�
 H318�
 AH318X�
 KM20�
�
 90�
 160�
 40�
 2�
 209�
 265�
 2000�
 2500�
 22218W33M*�
 3.6�
 �
 �
 �
�
 90�
 160�
 52.4�
 2�
 370�
 522�
 1900�
 2600�
 23218CKW33J�
 4.4�
 H2318�
 AH3218X�
 KM20�
�
 90�
 160�
 52.4�
 2�
 370�
 522�
 1900�
 2600�
 23218CW33J�
 4.52�
 H2318�
 AH3218X�
 KM20�
�
 90�
 160�
 52.4�
 2�
 303�
 412�
 1900�
 2400�
 23218KW33M�
 4.57�
 H2318�
 AH3218X�
 KM20�
�
 90�
 160�
 52.4�
 2�
 303�
 412�
 1900�
 2400�
 23218W33M�
 4.7�
 �
 �
 �
�
 90�
 190�
 64�
 3�
 536�
 673�
 1900�
 2400�
 22318EKW33J�
 8.3�
 H2318�
 AH2318X�
 KM20�
�
 90�
 190�
 64�
 3�
 536�
 673�
 1900�
 2400�
 22318EW33J�
 8.5�
 �
 �
 �
�
 90�
 190�
 64�
 3�
 437�
 522�
 1900�
 2400�
 22318KW33M*�
 8.6�
 H2318�
 AH2318X�
 KM20�
�
 90�
 190�
 64�
 3�
 437�
 522�
 1900�
 2400�
 22318W33M*�
 8.8�
 �
 �
 �
�
 95�
 170�
 43�
 2.1�
 346�
 464�
 2400�
 3200�
 22219EKW33J�
 4.1�
 H319�
 AH319X�
 KM21�
�
 95�
 170�
 43�
 2.1�
 346�
 464�
 2400�
 3200�
 22219EW33J�
 4.17�
 �
 �
 �
�
 95�
 170�
 43�
 2.1�
 259�
 329�
 2000�
 2500�
 22219KW33M*�
 4.3�
 H319�
 AH319X�
 KM21�
�
 95�
 170�
 43�
 2.1�
 259�
 329�
 2000�
 2500�
 22219W33M*�
 4.4�
 �
 �
 �
�
 95�
 200�
 67�
 3�
 587�
 744�
 1800�
 2300�
 22319EKW33J�
 9.6�
 H2319�
 AH2319�
 KM21�
�
 95�
 200�
 67�
 3�
 587�
 744�
 1800�
 2300�
 22319EW33J�
 9.8�
 �
 �
 �
�
 95�
 200�
 67�
 3�
 473�
 566�
 1800�
 2200�
 22319KW33M*�
 10.1�
 H2319�
 AH2319�
 KM21�
�
 95�
 200�
 67�
 3�
 473�
 566�
 1800�
 2200�
 22319W33M*�
 10.3�
 �
 �
 �
�
 100�
 180�
 46�
 2.1�
 379�
 510�
 2200�
 3000�
 22220EKW33J�
 4.9�
 H320�
 AH320X�
 KM22�
�
 100�
 180�
 46�
 2.1�
 379�
 510�
 2200�
 3000�
 22220EW33J�
 5�
 �
 �
 �
�
 100�
 180�
 46�
 2.1�
 290�
 375�
 1900�
 2400�
 22220KW33M*�
 5.2�
 H320�
 AH320X�
 KM22�
�
 100�
 180�
 46�
 2.1�
 290�
 375�
 1900�
 2400�
 22220W33M*�
 5.3�
 �
 �
 �
�
 100�
 180�
 60.3�
 2.1�
 465�
 667�
 1700�
 2200�
 23220CKW33J�
 6.49�
 H2320�
 AH3220X�
 KM22�
�
 100�
 180�
 60.3�
 2.1�
 465�
 667�
 1700�
 2200�
 23220CW33J�
 6.67�
 H2320�
 AH3220X�
 KM22�
�
 100�
 180�
 60.3�
 2.1�
 390�
 532�
 1700�
 2000�
 23220KW33M�
 6.7�
 H2320�
 AH3220X�
 KM22�
�
 100�
 180�
 60.3�
 2.1�
 390�
 532�
 1700�
 2000�
 23220W33M�
 6.9�
 �
 �
 �
�
 100�
 215�
 73�
 3�
 682�
 842�
 1700�
 2200�
 22320EKW33J�
 12.1�
 H2320�
 AH2320X�
 KM22�
�
 100�
 215�
 73�
 3�
 682�
 842�
 1700�
 2200�
 22320EW33J�
 12.3�
 H2320�
 AH2320X�
 KM22�
�
 100�
 215�
 73�
 3�
 563�
 686�
 1700�
 2000�
 22320KW33M�
 12.7�
 H2320�
 AH2320X�
 KM22�
�
 100�
 215�
 73�
 3�
 563�
 686�
 1700�
 2000�
 22320W33M�
 13�
 �
 �
 �
�
 110�
 170�
 60�
 2�
 375�
 690�
 1800�
 2200�
 24022CK30W33J�
 5.8�
 --�
 --�
 --�
�
 110�
 170�
 60�
 2�
 402�
 717�
 1800�
 2200�
 24022CW33J�
 6�
 �
 �
 �
�
 110�
 180�
 69�
 2�
 501�
 849�
 1000�
 1400�
 24122CK30W33J�
 6.7�
 --�
 AH24122�
 KM23�
�
 110�
 180�
 69�
 2�
 501�
 849�
 1000�
 1400�
 24122CW33J�
 6.9�
 �
 �
 �
�
 110�
 180�
 56�
 2�
 374�
 585�
 1900�
 2600�
 23122CKW33J�
 5.32�
 H3122�
 AH3122X�
 KM24�
�
 110�
 180�
 56�
 2�
 374�
 585�
 1900�
 2600�
 23122CW33J�
 6�
 �
 �
 �
�
 110�
 180�
 56�
 2�
 354�
 541�
 1700�
 2000�
 23122KW33M�
 5.8�
 H3122�
 AH3122X�
 KM24�
�
 110�
 180�
 56�
 2�
 354�
 541�
 1700�
 2000�
 23122W33M�
 6�
 �
 �
 �
�
 110�
 200�
 69.8�
 2.1�
 586�
 867�
 1600�
 2000�
 23222CKW33J�
 9.38�
 H2322�
 AH3222X�
 KM25�
�
 110�
 200�
 69.8�
 2.1�
 586�
 867�
 1600�
 2000�
 23222CW33J�
 9.65�
 H2322�
 AH3222X�
 KM25�
�
 110�
 200�
 69.8�
 2.1�
 502�
 706�
 1500�
 1800�
 23222KW33M�
 9.62�
 H2322�
 AH3222X�
 KM25�
�
 110�
 200�
 69.8�
 2.1�
 502�
 706�
 1500�
 1800�
 23222W33M�
 9.9�
 �
 �
 �
�
 110�
 200�
 53�
 2.1�
 488�
 653�
 2000�
 2800�
 22222EKW33J�
 6.94�
 H3222�
 AH3120X�
 KM24�
�
 110�
 200�
 53�
 2.1�
 488�
 653�
 2000�
 2800�
 22222EW33J�
 7.2�
 �
 �
 �
�
 110�
 200�
 53�
 2.1�
 365�
 474�
 1700�
 2000�
 22222KW33M*�
 7.4�
 H3222�
 AH3120X�
 KM24�
�
 110�
 200�
 53�
 2.1�
 365�
 474�
 1700�
 2000�
 22222W33M*�
 7.5�
 �
 �
 �
�
 110�
 240�
 80�
 3�
 805�
 1000�
 1500�
 1900�
 22322EKW33J�
 16.8�
 H2322�
 AH2322X�
 KM25�
�
 110�
 240�
 80�
 3�
 805�
 1000�
 1500�
 1900�
 22322EW33J�
 17.2�
 H2322�
 AH2322X�
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